


F E A T U R E S  &  S P E C I F I C A T I O N S

W W W . G X G R O U P . E U

G E N E R A L / P H Y S I C A L  F E A T U R E S

G P O N  F E A T U R E S

D I M E N S I O N S

W=482.6mm D = 2 6 0 m m H = 2 2 3 m m

W E I G H T ( f u l l y  l o a d e d )

<8.8 kg or  equal

W O R K I N G  T E M P E R A T U R E

0 to 50 OCelsius

S T O R A G E  T E M P E R A T U R E

-40 to 70 OCelsius

R E L A T I V E  H U M I D I T Y

10% to 90%, non-condensing

P O W E R  C O N S U M P T I O N

<450W or  equal

D O W N L I N K  P O R T S

40/80 GPON, 40 XGPON & 40 XGSPON

U P L I N K  P O R T S

8x 10 GE SFP+ upl ink ports

Max 80 GPON OLT ports

Each GPON port  supports  128 ONU

ITU-TG.984.x  standard

MOLT33-80P supports  max 
10240 ONU (fu l l  loaded)

Maximum transmission 20Km

FEC Upl ink/Downl ink support

Bandwidth a l locat ion mechanism

OMCI supported

Support  downl ink AES-128 encrypt ion 
protocol  

64K aggregat ion

Switching capacity  410 Gbps

Dynamic learning

L 2  F E A T U R E S

L 3  F E A T U R E S

M A C

MAC black hole

V L A N

F O R W A R D I N G

4K VLAN entr ies

QinQ (StackedVLAN)

32K incoming port  VLAN conversion

16K IPv4 or  8K IPv6 host  rout ing

32K LPM IPv4 or  16K LPM IPv6 rout ing

8K IPv4 mult icast  or  4K IPv6 Mult icast

Stat ic  route

RIP

BGP

OSPF

Port/MAC/IP subnet  based VLAN

Dual  802.1ad f lex ible  QinQ

Port  MAC l imit

P R O D U C T  M O D E L M O L T 3 3 - 8 0 P



F E A T U R E S  &  S P E C I F I C A T I O N S

W W W . G X G R O U P . E U

(  C O N T I N U E D  )

R E L I A B I L I T Y

M A I N T E N A N C E

L O O P  P R O T E C T I O N

S P A N N I N G  T R E E  P R O T O C O L

STP

802.1D,  STP,  802.1w,  RSTP,  802.1s
mult i  spanning tree protocol

Loop detect ion

D E V I C E  P R O T E C T I O N

A C L

ACL packet  f i l ter ing based on L2 
and L3 protocols

T R A F F I C  C O N T R O L

S802.3X fu l l  duplex f low control

Half  duplex back pressure f low control

N E T W O R K  M A I N T E N A N C E

Telnet-based stat ist ics

Ping and Traceroute

The range of  inhibit ion is  
0~32000000 PPS

CLI ,  Console port ,  Telnet  and WEB

SNMPv1/v2/v3

NTP

NMS

Suppor t  unicast ,  mult icast ,  broadcast  
storm

1+1 Power hot  backup

Hot plug fan tray

D E V I C E  M A N A G E M E N T

L 3  F E A T U R E S

S E C U R I T Y

D E V I C E  S E C U R I T Y

SSHv2 Secure Shel l

SNMP v3 encrypted management

N E T W O R K  S E C U R I T Y

L2 to L7 ACL f low fi l trat ion

DHCP opt ion 82

L I N K  P R O T E C T I O N

RSTP/MSTP (recover  t ime <1s)

LACP (recover-t ime <10ms),  BFD


